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DWC
CLOSED IMPELLER CENTRIFUGAL ELECTRIC PUMPS 
in AISI 304

Closed impeller centrifugal electric pumps in AISI 304 stainless steel.

용도
• 냉장, 냉방 및 난방 시스템
• 냉각장치
• 세척시스템
• 생활용 및 산업용수 공급

기술정보
• Threaded (DWC  N) and Victaulic connections (DWC  V) 버전가능
• Insulation as per standard for the Victaulic version (DWCV)

기술자료
• 최대사용압력 : 8 bar
• 유체온도 :  -15°C 부터 +90°C  까지
• 자체환기 2극 비동기식 모터 
• 절연등급 :  F
• 보호등금 : IP55 
• 220/380-460V -6%+10%, 60Hz 삼상
• DWC  N 흡토출구 연결  :  G2
• DWC  V 흡토출구 연결   :   Ø2” (60.3 mm)  

재질
• Pump body, casing cover, impeller and shaft in AISI 304
• Bracket and motor casing in aluminium
• Mechanical seal in:

- Ceramic/Carbon/EPDM (standard)
- Ceramic/Carbon/FPM (H version)
- SiC/SiC/FPM (HS version)
- Tungsten carbide/Tungsten carbide/FPM (HW version)

옵션 (on request)
• DWC body insulation casing

성능곡선 (according to ISO 9906 Attachment A)
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성능표
모델 P2 Q=유량
삼상 l/min 100 150 200 250 300 350 400 450 500 600 700 800 850

220/380-460V [HP] [kW] m3/h 6 9 12 15 18 21 24 27 30 36 42 48 51
H=양정 [m]

DWC 300/2.26 3 2,2 28,7 27,6 26,0 24,0 21,8 19,4 16,9 14,2 - - - - -
DWC 300/3.06 4 3 33,7 32,6 31,1 29,4 27,5 25,2 22,6 19,7 - - - - -
DWC 500/3.06 4 3 - - 25,8 25,1 24,3 23,3 22,3 21,2 20,0 17,5 14,6 11,4 9,7

DWC
CLOSED IMPELLER CENTRIFUGAL ELECTRIC PUMPS 
in AISI 304

DWC 300 range 성능곡선
(according to ISO 9906 Attachment A)

DWC 500 성능곡선
(according to ISO 9906 Attachment A)

DWC-V 외형도 (VICTAULIC CONNECTION)                                                                                                                                                                      외형표
모델 외형치수 [mm] 중량

B C H3 [kg]
DWC-V 300/2.26 418 230÷241 244 19,7
DWC-V 300/3.06 457 230÷241 244 21,5
DWC-V 500/3.06 457 230÷241 244 22,3
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DWC
CLOSED IMPELLER CENTRIFUGAL ELECTRIC PUMPS 
in AISI 304

DWC-N 외형도 (THREADED CONNECTION)                                                                                                                                                                     외형표
모델 외형치수[mm] 중량

B C H3 [kg]
DWC-N 300/2.26 418 230÷241 244 19,7
DWC-N 300/3.06 457 230÷241 244 21,5
DWC-N 500/3.06 457 230÷241 244 22,3

DWC-V 단면도 (VICTAULIC CONNECTION)

부품표
Ref. 부품명                                                                                                                                                           재질          Ref.                             부품명                                                                                                                                                          재질
001 Pump body EN 1.4301 (AISI 304) 025 Drain plug EN 1.4301 (AISI 304)
003 Motor bracket Aluminium 026 O-Ring EPDM / FPM (H, HS and HW versions)
004 Casing cover EN 1.4301 (AISI 304) 032 Key EN 1.4401 (AISI 316)
006 Shaft EN 1.4301 (AISI 304) 034 Impeller nut EN 1.4301 (AISI 304)
007 Impeller EN 1.4301 (AISI 304) 042 Foot Aluminium / Galvanised Steel
011 Mechanical seal Ceramic/Carbon/EPDM 050 Spacer -
012 Motor frame with stator - 056 Box gasket NBR
013 Motor cover Aluminium 073 Casing ring EN 1.4301 (AISI 304)
014 Fan PA6 075 Washer EN 1.4301 (AISI 304)
015 Fan cover Galvanised steel Fe P04 076 Washer EN 1.4301 (AISI 304)
016 Terminal board - 077 O-Ring EPDM / FPM (H, HS and HW versions)
017 Terminal board cover Aluminium 078 O-Ring EPDM / FPM (H, HS and HW versions)
019 Bearing (pump side) - 092 Lip seal -
020 Bearing (motor side) - 093 Lip seal -
021 Adjusting ring Steel C70 200 Screw (pump body) Stainless steel A2-70 class ISO 3506/1
022 Tie-rod Galvanised Fe 42 208 Screw Stainless steel A2-70 class ISO 3506/1
024 Priming plug EN 1.4301 (AISI 304)

DWC-N 단면도 (THREADED CONNECTION)
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DWC
CLOSED IMPELLER CENTRIFUGAL ELECTRIC PUMPS 
in AISI 304

매카니컬실 DWC standard 부품상세
Ref. 부품명 재질

A Rotating part Ceramic
B Fixed part Carbon
C O-Ring EPDM
D O-Ring EPDM
E O-Ring EPDM
F Spring AISI 316
G Structure/frame AISI 304

특수매카니컬실  (on request)
Name 재질

H version HS version HW version
Fixed Part Carbon SiC Tungsten Carbide
Rotating Part Ceramic SiC Tungsten Carbide
Elastomers FPM FPM FPM
Spring AISI 316 AISI 316 AISI 316
Structure/Frame AISI 304 AISI 316 AISI 304

전기관련표
모델 P2 P1 Absorbed Current

삼상 [A]
220/380-460V [HP] [kW] 삼상 삼상

[kW] 220V 380V 460V
DWC 300/2.26 3 2,2 2,9 7,0 4,1 4,1
DWC 300/3.06 4 3 3,9 10,5 6,1 5,6
DWC 500/3.06 4 3 3,9 10,5 6,1 5,6
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